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NATIONAL ADVISORY COMMITTEE FOR AFRONAUTICS

RESEARCH MEMCRANDUM

AN EVALUATION OF AN AFROMECHANICAL, METHOD OF MINIMIZING
SERVO-MISSILE TRANSFER-FUNCTION VARIATIONS
WITH FLIGHT CONDITION

* By Martin L. Nason
SUMMARY

A theoretical investigation has -been conducted to determine the
static and dynamic characteristics of a control-surface actuator and
missile combination, with primary consideration being given to the min-
imization of the effects of Mach number and altitude. A torque-servo-
controlled missile employing Jjudicious amounts of control-surface-position
feedback was found to have exceptionally favorable static and dynamic
characteristics as compared with a similar missile configuration actuated
by a control-surface-position servo. The control-surface-position feed-
back loop exhibited a strong stabilizing influence on the damping of the
alrframe mode and careful adjustment of the torque servo and position
feedback gain constants considerably reduced the percentage variation of
the available missile turning rate with Mach number and altitude. It is
possible that, upon consideration of a guidance loop and tracking, this
type of actuator in combination with a missile might replace a gein-
ad Justed acceleration control system. As a rule, this complexX system
employs the usual rate-gyro pitch damping loop for stabilization.

.

- TNTRODUC TION

Guided-missile control systems are plagued by variations in the
airframe transfer function due to altitude and Mach number effects.
Satisfactory control is usually unobtainable over the desired range of
flight condition without the utilization of electronic automatic stabi-
1ization and gain-adjusting me¢hanisms. The inclusion of this electronic
equipment tends to complicate the missile further and, therefore, results
in reduced reliability. Some analytical studies have recently been under-
taken in order to determine two things: (1) the effect of free-floating
£laps on the pitch damping of the missile and (2) the characteristics of
hinge-moment- and spring-position-actuated control surfaces on the time
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rate of change of flight-path angle. (See refs. 1 and 2.) In these
Investigations the free-floating flap was assumed to be physically
separated from the aerodynamic surfaces controlling the direction of

the missile and thus the flap contributed primarily to the pitch damping.
Conversely, the control surfaces were arranged so as to affect only the
turning rate of the missile.

In contrast, the linear study presented herein shows how a single
aerodynamic control surface and actuator caen be effectively designed to
perform the dual function of furnishing both improved pitch response and
improved missile-turning-rate gain compensation due to Mach number and
altitude effects. The analysis shows how the effect of flight condition
on the steady-state missile turning rate can be minimized for a given
airframe and control-surface configuration by the adjustment of only
two control-surface actuator static-gain constents. Graphical plots are
presented for a range of Mach numbers and altitudes which facilitate
this static adjustment. Evaluation of the dynamic characteristics and
stabilization of the control-surface mode was then accomplished on an
electronic analog computer for the conditions of improved static gains
of the system. ’

SYMBOLS
b moment arm, ft
g mean aerodynamic chord, 1.776 £t
D linear differential operator, é%, sec™1
H aerodynamic hinge moment acting on control surface, £t-1b
H, SH  pt_1b/radian
do

Hy SH  pt=1b/radian

. o'}
Hy -Zlg-, ft-1b/radian/sec (may include additional artificial damping)
Ig moment of inertia of control surface, slug-£t°
Ka airframe longitudinal transfer-function coefficient, sec™?
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proportionality constant relating control-surface deflection
to position-servo ram-piston displacement, radian/in.

position-servo static gain, in./r units
torque-servo statlic-gain constant, ft-lb/r units

proportionality constant between rate of change of flight
path and angle of attack, sec

control-surface position feedback proportionality constant,
r units/radian

spring constent, ft-1b/radian
Mach number

control-surface-actuator reference imput signal, xr units

control-system static gain (%)ss’ radian/sec/r units

alrframe static margin, fraction of mean aerodymamic chord

percentage variation of system static gain (subscripts M
and h denote Mach number and altitude variatioms,
respectively)

torque servo hinge moment acting upon control surface, £t£-1b

time, sec

posltion-servo ram-piston displacement, in.

missile angle of attack, radians

missile flight-path angle, radians

control-surface angular deflection, radians

quadratic damping ratio of airframe, nondimensionalized
constant

quadratic damping ratio of control-surface-position servo,
nondimensionalized constant

torque-servo transfer-function time constant, sec

GOV
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Unp undsmped natural frequency of airframe, radian/sec
ng undamped natural frequency of control-surface-position servo,
radian/sec

A dot over a symbol denotes a derivative with respect to time.
MISSILE LONGITUDINATL CONTROL

A common method of controlling the longitudinal motion of a missile
is by controlling the angular position of an aerodynemic surface which
when deflected produces 1ift and pitching moment. Aerodynamic hinge
moments acting on the control surface as a result of deflection and
missile angle of attack are usually overbalanced by the control-surface
positioning mechanism to a sufficient degree to affect only slightly
the servo output response characteristics. For borderline servo designs,
in which the torque output capacity is of the order of the aerodynamic
hinge moment expected, and for pneumatic systems where compressibility
effects are present, coupling between the missile longitudinal and the
missile control-surface motions (in addition to the intentional -airframe
motion feedbacks common to most conventional missile-control systems)
will be produced. Experimental evidence of this coupling for a pneumatic
system is reported in reference 3. In this paper, the control-surface
servo will be regarded as a hinge-moment-producing device rather than
as g positioning device and consideration will be given to the longi-
tudinal coupling effects on the system response. Regarding the servo
in +this manner, then, the aerodynamic hinge moments, the control-surface
damping, and the control-surface inertia may each be considered sepa-
.rately and their effects on the overall system operation can be readily
ascertained. )

In order to avoid confusion, the expression "torque servo" will be
used to refer to a control-surface servo which programs hinge moment,
and "position servo" will refer to a conventional control-surface posi-
tioning servomechanism. TIn addition, the term '"torposervo" shall be
used throughout the paper to signify a "torque servo" actuated missile
employing a control-surface-position signal input into the "torque
servo."

Missile Configuration and Control Surface
For analysis purposes a canard missile configuration was selected.

(See fig. 1.) 'The longitudinsl-stability derivatives were obtained
from a free-flight rocket-powered test and are reported in reference 4.

O
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The test model described in reference 4 is similar to the configuration
chosen for the analysis (fig. 1) except for the control-surface design.
In reference 4 the control surfaces were 60° delta surfaces. Aerodynamic
hinge moments on the control surfaces shown in figure 1 were obtained
from experimental wind-tunnel measurements (unpublished). In order to
insure that the longitudinal-stebility derivatives reported in refer-
ence I would be valid, the area of the wind-tunnel test control surfaces
was rescaled to equal the area of the 60° delta control surfaces. The
position of the control surface shown in figure 1 was arbitrarily placed
0.3 inch forward of those tested in reference 4 to account for the
increased angle of sweepback of both the leading and trailing edges.

The longitudinal -transfer-function coefficients and hinge-moment param-
eters are tabulated in table I for the range of flight conditions and
static mergins investigated herein.

Torposervo and Position-Servo System Block Diagrams

Shown in figure 2, in block diagram form, is a torposervo-actuated
missile with the torque servo represented by a proportional gain K

and a time constant 7. The control-surface dynamics are assumed to be
characterized by a second-order transfer function with the control-surface
inertia IR; damping Hg; and aerodynamic hinge-moment parameter Hy

terms present. Conventional, linearized two-degree-of-freedom longitu-

dinal dynamics were utilized in the derivation of the % and ? transfer

. 7
functions. A feedback loop around the airframe and control-surface blocks
is necessary to simulate the aercdynamic hinge moment Hy, on the control
surface due to missile angle of attack «. The input signal r is con--
sidered to be the command signal to the control system which would nec-
esserily be furnished by the seeker or missile guidance system. -

A block diagram of a position-servo-actusted missile is also shown
in figure 2 for comparison purposes. The control-surface-position-servo
transfer function is assumed to be of the second order and has a mechan-
ical linkege with a proportionality constent Kj, which relates the

control-surface rotation & +to the translation x of the servo ram
piston. It should be noted that no airframe feedback signals are indi-
cated, thus making the motion of the control surface and airfresme a
function only of the servo input signal .

Torposervo Control-Surface_Dynamic Considerations

If the natural frequency of the missile is significantly lower than
that of the control surface, it can be expected that the high-frequency
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oscillations of the control surface will affect only slightly the missile
mode of motion. Physically, this means that the motion of the control
surface will be determined essentially by the static aerodynamic and
torque servo moments acting upon it and, consequently, will follow approx-
imately the motion of the missile. Preliminsry studies of system dynamics
in which the control-surface inertia reaction moment IRS and control-

surface damping moment Hgé terms were set equal to zero indicated this

reasoning to be valid; however, these terms were included in the analysis
because of the occurrence of high-frequency control-surface mode insta-
bilities at small values of control-surface damping. The pitch inertia
reaction moment Ig® on the control surface was found to be negligible

for the determination of either the control surface or airframe motion
and was disregarded throughout the study.

DESIGN APFROACH EMPLOYED FOR THE MINIMIZATION OF

FLIGHT CONDITION EFFECTS

The primary objective of this analysis is to minimize, if possible,
the transfer-function variations with Mach number and altitude. In
general, the variation of the static gain of the servo and airframe com-
bination with f£light condition is usually more troublesome from the stand-
point of attaining satisfactory overall guidaence-system operation than
are the changes in damping and natural freguency of the airframe. In
view of this situation it was decided to concentrate effort on first
obtaining improvements in the static gain variations with f£light condi-
tion and second on examining the dynamic response characteristics for
the conditions of improved static gain.

The steady-state expresions relating the time rate of change of
flight-path angle ¥ +to0 a constant input signal r for the torposervo
and position-servo-actuated missile, respectively (see fig. 2) are given
as follows for a controls-forward missile configuration.

For the torposervo,

- | (1)
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For the positlon sexrvo,

S = KgKy, —(3&5 (2)
7\

A preliminary study of the static gain S established the fact that
for a torque-servo-actuated missile (torposervo with Ky = O) the trend

of the system static gain with Mach number and altitude is opposite to
that trend existing for a position-servo-actuated missile. In figure 3

is shown a typical plot of the system static gain S for a torque-servo-
and position-servo-actuated missile. This trend implies that if, somehow,
the static propertles of a torque and position servo could be combined,
then a hybrid system might evolve that would possess some of the advan-
tages of both types of control comsidered from the standpoint of minimmum
£light condition effects. Since a very strong position feedback signal
around a torque servo (see fig. 2) would essentially reduce the torgue
servo to a position servo, it was reasoned that a comparatively weak
position feedback signal might have the desirable static cheracteristics
being sought. This is ‘the reason for the inclusion of the control-surface-~
position feedback loop and the basis for the evolution of the torposervo
becomes evident.

Fortunately, some system parameters do exist which, when changed,
cause only modifications to the dynamic response and thus do not need
to be considered for static studies. For example, neither the control-
surface demping H§ nor the torque-servo time constant T appears in

equation (l). Therefore, these quantitlies mey be temporarily neglected
for the static study and later set upon evaluation of the dynamic response
characteristics. g -

Wo variations in the shape, size, or mass of the alrframe or control
surfaces were considered, and the longitudinal-transfer-function coeffi-
clents and control-surface-hinge-moment parameters tabulated in table I
were used In all caelculations. Of course, this implies that the airframe
and control surfaces chosen are very probably not an optimum combination
for the minimization of statlc gain variation; however, a major factor
in the selection of the missile configuration was the existence of
relisble experimental data.

Selection of the airframe and control-surface configuration specifies
all the parameters in equation (1) except Kp and Ky. Consequently,

these gains may be considered to be the design variables for system static
considerations. In order to compute the effect of the gains Kp and Ky

R icngy
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on the variation of the system static gain S readily, percentage vari-
ations were calculated for the torposervo- and position-servo-actuated
missile accarding to the following relatlonships:

For the torposervo,

(AFS)M —(S)M=2.(zs; (S)M=l-;‘ 100 (3)

5 M=1.2

100 ()

(A_S)h _ [(8)n20,000 - (S)hzc:'

(S)h=!+o,ooo .I

For the position servo,

(S)yeo .o - (S)M=1.;\
= : 100 (5)
@)M | (S0 |

@ﬁ) = _(S)h=1+o,ooo - (S)hzo—lloo (6)
b (S)n=0 J

Plots of 6%§)M: against altltude and (%g;h. against Mach number

for various values of the static gain Kp and Kg will then allow

visual evaluation of the system static gain variation over a range of
flight conditions.

In order to investigate the dynamic response characteristics of the
torposervo- and position-servo-actuated missiles, an electronic analog
simulation of the block diagrams shown in figure 2 was performed utilizing
the combination of the static gains Kp and Ky yielding near minimum

G%;M and G%%h} respectively. The time history of the rate of change

of £light path } subsequent to a unit step input signal (r = 1.0 for

t > 0) was recorded for a number of conditions. The simulatlon was
conducted in a manner allowing the control-surface actuator and control-
surface dynamic characteristics to be varied to facilitate study of their

Lo a [ 4

CONEESENEAT,
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individual effects. . In the appendix the transfer-function for a
torposervo-actuated missile system is given relating the system ouputb
response ¥ 0 the actuator input signal r.

RESULTS AND DISCUSSION

Since the servo static gain and the control-surface-position-
feedback constant were initially determined prior to the consideration
of dynamic effects, the evaluation of the static characteristics will
be discussed before the examination of the amalog simulator results.
This permits a logical, sequential development of the results in accord-
ance with the analysis procedure adopted. )

Control-System Static Characteristics

Values of equation (1) were computed for a range of flight condi-
tions, torque-servo gains Kgy and position-feedback gains Kg. These

are tabulated in table TI. Equation (2) was also computed for a range
of flight conditions with X./K; arbitrarily set equal to 1. These are

tabulated in table III.

Plots of the percentage veriation of S based on equations (3) to
(6) against Kp and Xy sare shown in figures L, 5, and 6 for two static
margins and a range of Mach numbers and altitudes. The variations for
the position servo (egs. (5) and (6)) are based upon a Mach number of 2.0
at sea level, rather than on a Mach number of 1.2 at 40,000 feet as was
done for the torposervo (eqs. (3) and (%)), because opposite trends of
the system static gain S with f£flight conditions are experienced and a
fairer comparison is achieved by this method. For a given flight condi-
tion and static margin all the parameters necessary to determine S for
a torposervo-actuated missile are specified by the previous selection of
the airframe and control-surface configuration with the exception of Kp

and Kg. Therefore, figures b and 5 may be considered to be design plots

from which sstisfactory setting of Kp and Xy can be selected. This

selectlon achieves acceptable percentage veritions of S for a given
range of flight conditions and static margins.

For a torposervo-actuated missile, figures 4 and 5 show that, as
the servo static gain Ky 1is increased, the system is more semsitive

to variations in position-feedback gain Kg, and also that the trend in
percentage variations with Increasing Ky 1s opposite for Mach numbers
and altitude changes. Nevertheless, the trend of the percentage variations




10 AN NACA RM I56A31

with both Mach mumber and altitude for any combination of Kp and Xy

are the same. Comparison of figures 4 and 5 with figure 6 reveals that
a cambination of Ky and K5 may be selected so that the percentage

variation of the system static gain with either Mach number or altitude
for a torposervo-actuated missile is less than that for a position-servo-
actuated missile for both large and small airfrsme static margins. It

is also possible to attain improvements for both Mach number and altitude
variations simultaneously with either a large or a small static margin;
however, a sacrifice is generally made in the smallest percentage varia-
tion due to Mach number or altitude attainable for the system.

In table IV is listed a set of Kp and Xy gain constent combina-

tions which yield near-minimum Mach number and altitude variations for
the two static margins Investigated. Tt is interesting to note that
the torque-servo gain constant settings are nearly the same magnitude
for the two static margins considered; however, the amounts of position-
feedback gain required in each case are very different. In figure T are
shown plots of the torposervo-actuated-missile-system static gain S
against Mach number and altitude for the Kp eand Xy gain settings

tabulated in table IV. These graphs were plotted for the extreme values
of the Mach number and altitude ranges investigated. The variation of
S with elther Mach number or altitude is small for the conditions shown.

Control-System Dynamic Characteristics

The evaluation of the dynamic qualities of the system is based
primarily on visual examination of the analog simulator transient time
historlies. The transient response characteristics of a linear system,
such as damping and frequency) are determined by the roots of the system
characteristic equation. For the torposervo a fifth-order characteristic
equation results (see appendix) and can be considered to be equivalent to
two quadratic factors representing the control surface and airframe modes
of motion and a first-order factor typifying the torque servo mode.
Exemination of the coefficients of the torposervo system characteristic
equation indicates that the static design parameters Kp and Ky always

appear as a product; thus, a variation of either parameter will be dynam-
lcally equivelent to-a proportional variation of the other.

Whenever the expression "damping" is used in either the control-
surface or airframe mode it will refer to the magnitude of the real part
of the complex root representing that particular mode.

Effect of Mach number, altitude, and static mergin.- In figures 8

and 9 the torposervo system transient responses are shown for the gain
settings tabulated in table IV (gain settings corresponding to minimum

LRy
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Mach number and altitude percentage variations) for three Mach numbers,
two altitudes, and two airframe static margins. The control-surface
demping rate was set equal to -O.4 and -0.6 ft-1b/radian/sec for the
small and large static margins, respectively. The control-surface
inertia remained constant for all rums at 0.0l slug-ft2. A value of
0.1 second was selected for the torque servo time constant T on the
basls of being physically attainable in an actual torque servo design.
This quantity also remained constant throughout the runs plotted in fig-
ures 8 and 9. TIn all cases considered (figs. 8 and 9), the system
exhibited positive damping for all modes. The airframe mode dominated
the motion in the system response. An Increase in Mach number causes

8 slight increase in the airfraeme mode oscillation frequency at sea
level and at 40,000 feet for both the small and large static margins.
However, for the large static margin at 40,000 feet the demping of the
alrfreme mode 1is poor for the minimum percentage altitude gain adjust-
ment (Km = 0.3, Ky = 57.3). In general, response times (time to reach

and remain within 5 percent of steady state) less than 0.7 second at
sea level and less than 2.0 seconds at 40,000 feet can be obtained by
proper adjustment of the system gains.

The effect of control-surface damping H§.- Plots are shown in fig-

ure 10 of the torposervo transient responses for three values of control-
surface demping H§. When the control-surface damping is zero, the

control-surface mode is dynsmically unstable (high-frequency divergent
oscillation existing in transient time history) for both sea level and
40,000 feet altitudes. The addition of control-surface dsmping corre-
sponding to -0.05 £t-1b/radian/sec eliminates this objectionsble insta-
bility at sea level but not at 40,000 feet. Increasing the damping to
-0.20 ft—lb/radian/sec completely stabilizes the control-surface mode
at both altitudes. Tt is significant, however, to observe the small
effect of control-surface damping on either the damping or frequency of
the airframe mode at the two altitudes considered.

The effect of control-surface-position feedback Kg.- In order to

ascertain the dynamic effects of the addition of a control-surface-
position-feedback loop the gain constant Ky was allowed to undergo
changes and the system response recorded for each change. This study

is illustrated by time-history plots of ¥ shown in figure 11 for three
values of Kg. As the amount of position feedback is increased from O

to 114.6r umits/radian, the damping of the airframe mode is greatly
improved at 40,000 feet; however, only a slight change was evident at
sea level. Apparently, this parameter Kg has a strong influence over
the phase relatlonship between the airframe and control-surface motions
and, conseguently, should receive careful attention for both static and
dynamic studies of torposervo actuated missiles, since its adjustment
can yileld beneficial effects on the overall system response.
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Effect of torque-servo time constant 7.~ In figure 12 analog
computer simulation records have been reproduced showing the effect of
the torque-servo time constant 7. The time constant was increased and
responses taken at three separate values. In general, the effect of the
increase in time constant was to slow down the rate at which the transient
approached its steady-state value. No apparent effect on the relative
stability of the primary oscillatory modes is present as evidenced by
any significant modifications to the damping or frequency of same.

Comparison of Torposervo and Position-Servo Actuation

Anslog computer records are shown in figure 13 for the position-
servo-actuated missile for a range of flight conditions and slrframe
static margins. For all cases a control-surface servo, vwhich had a
demping retio g, of 0.5 and an undamped natural frequency wn, ©of

60 radians per second, was assumed. A unilt input signel r was utilized
and KgKy, was arbitrarily set equal to 1 in all the rums. A qualitative
inspection of these transient responses reveals the conventional trends
of the airframe short-period mode damping and frequency veariations usually
experienced with Mach number, altitude, and static margin. Comparison of
figures 13(a) and 13(b) with figures 8 and 9, respectively, indicates
that a torposervo-actuasted missile with appropriate amounts of position
feedback is far superior, from a dynamic standpoint, to a position-~
servo-actuated missile for either a small or large static margin. In
all cases, the oscillation frequency of the dominant mode in the torpo-
servo control system was higher than the short-period two-degree-of-
freedom airframe mode. Evidently, this can be attributed to the free-
floating action of the torposervo-actuated control surface when coupled
with the airframe motion. Thils tendency of the airframe frequency mode
to increase for forward free-floating control surfaces was predicted in
reference 1. A consequence of the higher frequency and also the improved
Qamping of the airframe mode caused by the control-surface-position feed-
back is a reduction In the system response time.

Additional Remarks and Suggestions for Future Research

A system whose functioning approximates that of a torposervo and
allows use of conventional control-surface positioning equipment is
shown in figure 14. This system 1s similar to the one investigated in
reference 2 except for the position-feedback loop. In this system a
linear spring has been inserted between the output shaft of a position
servo and the control surface. The system static gain for this type of
control is glven as follows: :
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S = kb (7
©un,2
K E, + T{ﬁ—(KSKS% +k - Hg)

Although this particular system as such received no study herein, it is
presented as a possible alternative design which might actually be under-
teken if the system parameters allow proper adjustment of gain and spring
constants.

Some consideration was given to the static characteristics of a
torque-servo-actuated control-aft arrangement. A forward hinge-line
location was ehosen which yielded a statically stable control surface:
negative Hy and Hy. This arrangement caused extremely sensitive

pitch control and irregular large magnitude variations of the overall
servo and missile static gain with Mach number and altitude. This was
primerily due to the cancellation of aerodynamic hinge moments caused
by control-surface deflectlon and angle of attack since for a control-
aft arrangement positive control deflection caused a negative angle of
atbtack. Therefore, only missile configurations actuated by forward
control surfaces were seriously studied; however, a more intensive study
might reveal some useful properties of a control-aft arrangement.

CONCLUSIONS

The combined static end dynamic operating characteristics of a
control-surface actuator and missile configuration have been investi-
gated, with primary consideration being given to the minimization of the
effects of Mach number and altitude. A torque servo employing Judicious
amounts of control-surface position feedback, designated herein as a
torposervo, was found to_have exceptionally favorable operating charac-
teristics, and, thus, was of major interest in this investigation.
Judgment of the torposervo-actuated missile was based upon comparison
with a similar missile configuration actuated by a control-surface-

position servo. From the results of this study the following conclusions
can be made:

l. In general, the static gain variation with flight condition. and
the damping and frequency characteristics of a torposervo-actuated missile
are far superior to those of a control-surface-position-actuated missile.
It is possible that this superiority would allow replacement of a gain
adjusted acceleration control system, with rate-gyro pitch damping, by
an inexpensive, simple torposervo system.

2. The control-surface-position feedback loop exhibited dynamically
a strong stabililizing influence in that the damping of the airframe mode

SSNREDE—
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during torposervo actuation was significantly improved by its addition
to ‘the system.

3. The presence of control-surface damping was found to be mandatory
to maintain dynsmic stability of the control-surface mode; however, the
addition of control-surface deamping had an insignificant effect on the
damping or frequency of the airframe mode of oscillation during torpo-
servo actuation.

Langley Aeronautical ILaboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., January 16, 1956.




NACA RM I56A31 : Do i 15

APPENDIX
TRANSFER FUNCTION FOR A TORPOSERVO-ACTUATED MISSILE

The transfer functlon relating the rate of change of flight
peth, ¥, to the input signal r for a torposervo-actuated missile
is given below.

by
—a5D5+a,)+]51‘+a3D5+a2D2+alD+ao

R |~

- where

a5 = g
s = 7 (o, Ty - B) + Iy

e5 = 7 (Tpon,” - 2 pmn, B - B) + (X punTp - B

ep = (-2 yonyBy - Hyany?) + (IR“‘nA2 - 2 pon, By - By) + Ko
a1 = H (ren,® + 2pmny) - Hgamy? + 2 on Kk - KyTRH,

aQ = am_z(KiKa - By) - KpKJ,

by = KyKq
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TARLE I
ATRFRAME AND CONTROL-SURFACE CHARACTERISTICS
Static Hy, Hq,
mergin | ATEIRHAC, | MAh N otiany dany? | Ky | Koo |£5-1b | £6-1n
(M = 1.6) rad rad
Sea level| 1.2 6.4k 209 [ 1580 | 0.256 | -203 | -265
Sea level| 1.6 7.76 230 [ 2800 | .222| -299 | -ko6
Sea level| 2.0 9.29/| 164 {4180 .191| -387| -56T7
20,000 1.2 3.31 | 947 | 363 | 517 | -¥.1| -122
-0.0%4c 20,000 1.6 3.84 105 | 638| .uw8 | -137| -187
20,000 2.0 .62 [71.7t 957 | .381| -179| -262
40,000 1.2 1.4 | 37.3|61.6{1.214 | -37.7 | 49.1
40,000 1.6 1.65 | 40.6| 110| 1.04k | -54.8 | -74.8
40,000 2.0 1.99 | 27.k| 167| .883(-71.9| -105
Sea level| 1.2 7.16 919 | 1580 | 0. 256 -203 | -265
Sea level| 1.6 8.6+ | 1318 | 2800 --299 | 406
Sea level| 2.0 9.80 | 1789 | 4180 191 -387 | -567
20,000 1.2 3.54 hoo | 363 | .517 | -9%.1| -122
-0.56hk¢ 20,000 1.6 k.26 602 | 638 .hLh8 | -137| -187
20,000 2.0 4 .87 816 957| .381| -179| -262
40,000 1.2 1.51 167| 61.6 | 1.21% | -37.7 | -49.1
40,000 1.6 1.8 241 | 110| 1.04k | -54.8 | -7h.8
40,000 2.0 2.10 325( 167| .883|-71.9| -105
= Y
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TABLE IT
TABULATION OF TORPOSERVO-ACTUATED-MISSILE STATIC GATINS

Altitude, | StOHe | Ky K adtone
ey | 2eTEn | mmper 1m1ts7radia.u £t-1b/" it Roddens aes
(M = 1.6) r T s r units

0 0.2 0.00211

(o] s .00k22

o .7 .00739

0 1.0 L0106

3 & RS

Sea level | 0.094C .2 7. . -00%09
e | 1 57.5 0 -00700

57.3 1.0 .00978

114 .6 .2 .00205

11k.6 A .00397

1146 T .00665

1.6 1.0 .00910

0 0.2 0.001LThH

o b .00349

0 .T .00610

o 1.0 .00872

5T7.3 5 .00;.;{3

Sea level | 0.094& | 1.6 27.3 . -00345
ook 57.3 -7 -00593

57.3 1.0 .00838

11%.6 .2 | .o00172

11k.6 A .00338

11k.6 T 00577

11k4.6 1.0 .00806

0 0.2 0.00162

o] b .00324

0 T 00567

o] 1.0 .00810

57.3 1% .00161

Sea level| 0.0048 | 2.0 37.3 . -00322
09K 57.3 .7 00560

57.3 1.0 .00795

11k.6 .2 .00161

11%4.6 R «00319

114.6 T .00553

114.6 1.0 .00781

o] 0.3 0.00161

o] . .00215

o T -00377

o] 1.0 .00538

g’(; .3 .00153

= 7. . .00201

Sea level 0.564¢ 1.2 573 et -00335

57.3 1.0 .00k

229.2 .3 .00133

229.2 A .00167

229.2 .1 .00251

229.2 1.0 .00313

AL BT el
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TABLE IT.- Continued

TABULATION OF TCRPOSERVO-ACTUATED-MISSILE STATIC GAINS

s
Altitule, | Sioce | Mach Yo Ky Rediens/sec
N (M = 1.6) | Rumber | r units/redien [ £t-1b/r wits ——

0 0.3 0.00130
0 .00173
0 T .00303
0 1.0 00433 ,
72 | 3 | e
= 57 . .001
Sea level 0.564¢& 1.6 57.3 T 00280
57.3 1.0 .00388
229.2 .3 L0011
229.2 4 .00146
229,.2 T .00229
229.2 1.0 .00295
0 0.3 0.C0110
0 R .00146
0 T .00256
0 1.0 .00365
72 2|
- T. . L0014
Sea level 0.56k¢c 2.0 57.3 7 S ookl
’ 57.3 1.0 .00335
229.2 3 .000989
229.2 y .00128
209.2 T 00204
229.2 1.0 .00269
0 0.2 0.00228
(o] J .00457
0 T .00799
0 1.0 L0114
57-; ﬁ (%m
o 57 . .oou27
20,000 0.G4c 1.2 573 7 ~00TLk
57.3 1.0 00975
11k4.6 .2 .00214
11k.6 R .00402
114.6 T .00645
114.6 1.0 .00851
0 0.2 0.00189
0 A .00378
o] T .00661.
0 1.0 L0094,
57.3 lff .00126
a 57.3 . .00365
20,000 |. 0.0%c 1.6 A T " 00623
’ 57.3 1.0 .00869
114.6 .2 .0018%
11k .6 ] .00353
114.6 T .00589
114.6 1.0 .00804
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TABLE IT.- Continued

TABULATION OF TORPOSERVO-ACTUATED-MISSILE STATIC GAINS

Altitude, | Stetic Mach Ky, Kp, 5,
£t (ﬁa::g;!.ns) mmber |y units/redian | £t-1b/r units M

. r units
o} 0.2 0.00177
0 A .00353
0 T .00618
0 1.0 .00883
57.3 1? .oo;zg

57.3 . . .00
20,000 0.0%4& 2.0 57.3 T - 00602
57.3 1.0 .00851
11k4.6 .2 .OOLTY
114.6 A .00343
11k.6 T 00587
11k.6 . 1.0 .00821
o] 0.3 0.001L7H
0 . .00232
0 T .00406
o 1.0 .00580
57.; 13+ .00156
- 57. . .00201
20,000 0.56he 1.2 57.3 T .00319
57.3 1.0 .00418
229.2 3 .00119
229.2 R .00143
229.2 7 .00195

229.2 1.0 .

o] 0.3 0.00141
o} R .00188
0 7 .00329
0 1.0 .00469
57.3 lz: .00131
- 57.3 . .001T70
20,000 0.564¢ 1.6 57.5 7 -00279
57.3 1.0 .003Th
229.2 3 .00108
229.2 4 .0013%
229.2 T .00192
229.2 1.0 .00233
0 0.3 0.00119
0 R .00158
0 T .002T7
o 1.0 .00396
57.3- Z .0011%2
_ 57.3 . L0017
20,000 0.5642 2.0 57.3 T 002l
57.3 1.0 .00332

229.2 3 .600
229.2 A .00121
229.2 T .00180
229.2 1.0 .00223

ol



NACA RM I5S6A31

TABIE IT.~ Continued

TABULATION OF TORPOSERVO-ACTUATED-MISSILE STATIC GAINS

Altitude 3:;3; Mach K, Kq, Rediis Jsec
Ea (M = 1.6) | Dumber r units/redien | ££-1b/r wnits [—————
: r units

0 0.2 0.00243

0 J .00485

o] T .008t9

o} 1.0 .01213

3o |

- 57. . 00415

40,000 0.0%4¢ 1.2 5713 T ~00656
57.3 1.0 .00854

11k4.6 .2 .00208

114.6 R .00363

114.6 T .00534

11k.6 1.0 .00659

0 0.2 0.00203

o] A .00407

0 T .00T12

o} 1.0 .0102

= . . .00375

40,000 0.0%4c | 1.6 573 e "00610
57.3 1.0 00837

114 .6 .2 .00187

11k.6 R 00347

114.6 N 00547

11h.6 1.0 .00T11

0 0.2 0.00191

o} 1 .00383

0 T .00670

0 1.0 .00957

57.3 12; 00128

= 57.3 . .00369

40,000 0.0%%¢ | 2.0 57.3 7 00830
57.3 1.0 .00878

11h.6 .2 .00185

114.6 b .00357

114.6 T .00595

11h.6 1.0 .00811

o} 0.3 0.00185

o] A 00247

0 T 00433

o] 1.0 .00618

57.3 i .00k

= 57.3 . .00179

40,000 0.564c 1.2 573 7 00259
57.3 1.0 .00315

229.2 .3 .000862

229.2 s .000975

229.2 T .00117

229.2 1.0 .00128

Loty o £ MRS §

GOV, .
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22 O T
TABLE II.- Concluded
TABULATION OF TORPOSERVO-ACTUATED-MISSILE STATIC GAINS
S
Static Ks Ky ?
Alt§EUde’ mergin | e T units}radian ft-lb/r’unit Batians/eec
M = 1.6) r units
0 0.3 0.00151
. 0 A .00202 .
0 T .00353
, 0 1.0 .00505
57.3 .i .00127
- 57.3 . .00161
40,000 0.56%c 1.6 57.3 7 .00245
57.3 1.0 .00309
229.2 3 .000860
229.2 i .00118
229,2 T .00127
229.2 1.0 .00143
0 0.3 0.00129
0 A .00172
0 T .00301
0 1.0 .00430
57.3 .i 'OOliZ
- 57.3 . .00L
40,000 0.564c 2.0 57.3 T .00225
57.3 1.0 .00291
229.2 .3 .000819
229.2 A .000973
229.2 T .00129
229.2 1.0 .00147
RN, |,
WS LIy
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TABLE IIT

TABULATION OF POSITION-SERVO-ACTUATED MISSIIE STATIC GAINS

S

Altitude, | Static Mach KXt 7
£t | mergin | puber | radians/r units Badiens/sec
(M= 1.6) r units

0.09%43 1.2 7.56

0.0%4¢ 1.6 12.12

Sea level gggg ]2_2 1.0 2?_?(_35,
0.56kc 1.6 2.12

0.564& 2.0 2.34h

0.0%c¢ 1.2 3.85

0.0%4c 1.6 . 6.19

20,000 | 2 | 22 1.0 i
0.564¢ 1.6 1.06

0.564c 2.0 1.17

0.0%kc 1.2 1.65

0.0%c 1.6 2.71

w000 | 075z | T2 1.0 68
0.564c 1.6 158

0.564c 2.0 .513

25
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TABLE IV

NACA RM IS56A31

SUMMARY OF STATIC GATN ADJUSTMENTS

Static Ks» i Kp,
(ﬁaigin& r units/radien|ft-1b/r units Description
0.094a 57.3 1 Minimum Mach number variation
114.6 0.l Minimum altitude variation
0.5643 229.2 1 Minimum Mach number variation
) 57.3 0.3 Minimum altitude variation
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(a) Torque-servo-actuated airframe.
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(b) Position-servo-actuated airframe.

Figure 3.- Plots of the static gain of a torque-servo- and position-servo-
actuated missile showing the effect of Mach number and altitude for

M = 0.564% and Ky = 1.0.
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Figure L4.- Percentage veriation of the static gain of the S +torposervo-actuated missile for an
altitude change from sea level to 40,000 feet.

gc

TEVISCT W VOVN



NACA RM I56A31

h o 40,000 ft

Xz, ft-1b/r unis

Xy, £t-1b/r unit

M = 0.0943.
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o—Kp =0

1.0

5

Xp, f8-1b/r unit

Ky, £t-1b/r wit

Xq, ft-1b/r unit

(b) M = 0.5643. .

B

Figure 5.~ Percentage variatlon of the static gain S of the torposervo-actuated missile for a
Mach number change from 1.2 to 2.0.
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Figure 6.- Percentage variation static galn S of the position~servo-
actuated missile for a change in Mach number from 1.2 to 2.0 and
altitude from sea level to 40,000 feet.
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Figure T.- Plots of the torposervo-system static gain against Mach number
and altitude for the Ky and K adjustment yielding minimum Mach

number and altitude percentage veriations for the small static margin
airframe. SM = 0.094c.
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Figure 8.~ Transient responses of torposervo-actuated missile showing
the time rate of change of flight-path angle subsequent to a unit step
input signal r. SM = 0.094%; H§ = -0.4 £t-1b/radian/second;

T = 0.1 second; I = 0.0l slug-ft2.
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Figure 8.- Concluded.
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Figure 9.- Transient responses of torposervo-actuated missile showing
the time rate of change of flight-path angle subsequent to a unit
step input signal r. SM = 0.5643; Hy = -0.6 ft-1b/radien/second;

T = 0.1 second; Ig = 0.01 sTig-Ft2.  ~ e
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Figure 10.- Torposervo-system transient responses of the time rate of
change of flight-path angle subsequent to a. step input signal r
showing the effect of control surface damping, Hg. SM = 0.094T;

Ks = 57.3 r units/radian; Kp
Ig = 0.01 slug-£t9; M = 2.0.

= 1 £t-1b/r unit; T = 0.1 second;
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Figure 11.- Torposervo-system transient responses of the time rate of
change of flight-path angle subsequent to a step inmput signal =r

showing the effect of position feedback,

Kg. SM = 0.0943;

Kp=1 ft-lb/f unit; H§ = -0.k4 ft—lb/radian/second; T = 0.1 second;

Ig = 0.01 slug-£t2; M =’ 2.0.
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Figure 12.- Torposervo-system transient responses of the time rate of
change of flight-path angle subsequent to a step input signal r
showing the effect of servo time constant T. SM = 0.094%;

Kg = 57.3 r units/radian; Kp = 1 £t-1b/r unit;
Hy = -0.4 ft-1b/radian/second; Ig = 0.01 slug-£t2; M = 2.0.
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Figure 15.- Position-servo-system transient responses of the time rate
of change of flight-path angle subsequent to a unit step input signal =r
showing the effect of Mach number, altitude, and static margin.
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Figure 13.- Concluded.
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